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The best available recessed concealed device for stile and rail doors.
The 2390 is a Grade 1 exit device designed for high use and abuse, and delivers a variety of performance features that ensure 
smooth, easy and reliable operation. Easier rod adjustment simplifies installation.

Adjustable mortise 
strikes (pair).

23/8" tall
17/16" wide 
1" thick

Mullion Strikes

STK70 STK150

Adjustable mortise 
strikes (pair).

23/4" tall
19/16" wide 
1/2" thick, each side

STK170

Adjustable mortise 
strikes (pair).

27/8" tall
13/4" wide 
1" thick

RM 70/150/170

Mullions

Mullion Brackets

525 Mullion 
Stabilizer

2390 SERIES MID-PANEL CONCEALED 
VERTICAL ROD DEVICE

ACCESSORIES

Model Trim Package Type Function

2390 No outside trim 6 01

2392 Mortise Cylinder Assembly with Cylinder 6 03

2395 Mortise Cylinder Assembly with Less Cylinder 6 03/04

2398 Dummy 6
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Stile 
Offset

Long Device (24" touchbar)
Minimum Muntin Length

(width between stiles)

Short Device (21" touchbar)
Minimum Muntin Length

(width between stiles)

.115" 27.505" 24.505"

.125" 27.495" 24.495"

.142" 27.478" 24.478"

.156" 27.464" 24.464"

.187" 27.433" 24.433"

  Specifications

Hand: Field reversible, non handed.

Functions: See trim selection chart on this page.

Finishes: US28, DC13, DC35, Champagne.

Strikes:  PB48 top.

Latches: Hex bottom latch (standard), RL - rod bottom latch,  

PL - Pullman bottom latch, ES - electric strike top latch 

(optional). Device needs to be less bottom rod (LBR).

Dogging Feature: Hex Key Dogging standard, except EL where must use 

hold back feature.

Cylinder: Mortise, key entry (NL) or hold back (HB) available  

(field selectable).

Sizes: 21", 24".

Doors: 13/4" thick metal doors. 

Projections: 15/8" with pushbar extended.

Stile: 13/4" minimum.

Electric Functions: EL - electric latch retraction, ED - electric dogging  

(both EL and ED require PS873-2 minimum power 

supply). RX - request to exit stritch, monitors pushpad 

SPTD switch.

Fasteners: All machine screw mounting. Device mounting fasteners 

are concealed, latch fasteners are exposed to egress side.

End Caps: Sloped metal end caps.

ANSI: Certified ANSI A156.3 Grade 1 standards.

Vertical Rods: 7' standard, extension rods available up to 10'. Rod 

extension kits available. Rod length requirement varies 

with device mounting height.

RM 70/170 Removable Mullion
RM 70 for use with 2090 Series and RM 170 for use with 1790 Series.
Each comes complete with adjustable mortised strikes and security 
clips. Compatible with doors 7' to 10' and for use with stiles as narrow 
as 13/4". Made of aluminum, they are available in anodized aluminum 
or bronze finishes. Mullion is 31/2" deep, 1" wide on door side, and 
15/8" at the widest point.

RM 150 Removable Mullion
For use with 1590 series only. Comes complete with adjustable 
mortised strikes and security clips. Compatible with doors 7' to 10' and 
for use on doors with stiles as narrrow as 13/4". Made of aluminum, 
they are available in anodized aluminum or bronze finishes. Mullion  
is 31/2" deep, 15/8" wide on door side, and 21/2" at the widest point.

Rim

STK45

Strike for inactive leaf, 
pair of doors with 
1590/1790/2090  
devices. 

31/4" tall
15/16" wide 
1/4" thick

SD36

Strike for all stops, 
2090 device.

13/4" tall
13/4" wide 
1/2" thick

SD35

Strike for 1/8" x 1/2" 
blade stop, 2090 device.

13/4" tall
13/4" wide 
1/2" thick

Strikes
Concealed Vertical Rod

PB48
Top strike for 1990/1490/1690/2390 devices. 
Packed with three 0.050" thick shims.

11/16" square
7/16" projection

TD35

Strike for single doors, 
1590 or 1790 device. 
Includes 1/8" shim.

3" tall
2" wide 
1/2" thick

Pull

9970

Can be used with all devices.  

91/4" center to center
27/8" projection
13/4" clearance
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