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REQUEST-TO-EXIT PIR SENSOR

MD31D-B

MD31D-W

The SDC MD31D passive infrared detector is specifically designed for request-to-exit 
applications.  It has an adjustable 1-60 second time delay. The coverage field is internally 
pointable.  When angled 14º down, coverage may be 5 x 6 feet at 7 feet high to 10 x 12 feet 
at 15 feet high. The MD31D projects a wrap around “U” pattern down and away from the 
door to inhibit tampering. The MD31D may be mounted to the frame header, wall or ceiling.    
Complies with NFPA applications.

MODELS
MD31D-W PIR motion detector, white
MD31D-B PIR motion detector, black

SPECIFICATIONS
Input 12 or 24VDC/VAC @ 26mA max

Contact 2 SPDT dry, 2 Amp @ 30VDC

Operating Temperature -20ºF to 120ºF 
Dimensions 1.5” H x 6.25” W x 1.5” D

10TD

TIMERS

MODELS SPECIFICATIONS
10TD Specifications

Contact SPDT dry, 2 Amps @ 30VDC

Voltage 12/24V AC/DC @ 50mA
Trigger Input N.O. (normally open)
Dimensions 2.25”H x 1.5”W x 0.75”D

14-2 Specifications
Contact SPDT dry, 16 Amps @ 30VDC

Voltage 12V AC/DC or 24V AC/DC 
please specify

Dimensions 2.375”H x 2.375”W x 1.25”D

10TD Mini Timer 
The SDC 10TD is a field adjustable 1-60 
second miniature time delay relay designed 
for timed unlocking of electric locks. The 
10TD Mini Timer is small enough to fit in a 
single gang box or inside the door frame.

14-2  Seven Day, Skip-A-Day Timer 
The SDC 14-2 is a compact, field 
programmable, 7 day skip-a-day timer 
module recommended for automatic timed 
locking and unlocking of one door or all 
doors on the same circuit. The timer may be 
programmed to skip unlocking on selected 
days or weekends.  The timer may also be 
installed in a power supply

14-2

400U-L2
400U-LT2

400-SN
400-RMB

400U-L2 One red and one green LED, 1 gang

400U-LT1 One tri-color LED, illuminates red, green and yellow, 1 gang

400U-LT2 Two tri-color LED’s, illuminates red, green and yellow, 1 gang

400U-RMB Buzzer, 1 gang, 12VDC or 24VDC

400NU-RMB Buzzer, narrow 1.75 " wide, 12VDC or 24VDC

400U-SN 85 dB siren, 1 gang, 3-28VDC, 18mA

400NU-SN 85 dB siren, narrow 1.75 " wide, 3-28VDC, 18mA

AUDIBLE AND VISUAL ANNUNCIATORS

MODELS
Stainless steel single gang or narrow frame mount annunciator assemblies. 
Dual voltage 12/24VDC.




