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LX Latchbolt monitoring

The LX feature is used to signal the use of an opening. This 
device is equipped with one internal SPDT switch which 
monitors the latch bolt.  

The device can be connected to a security console, or may be 
used as a single door alarm when used with a horn and power 
supply. 

The LX switch option should not be used to control a load, but as 
a signalling switch  
(0.5 amps. resistive maximum). 

The LX switch is available in a low current (LC) switch. Most 
commonly used in computer operated monitoring systems.

To order, specify:
 § Standard – Use prefix LX, example LX99EO

 §  Low Current – Use prefix LX-LC, example LX-LC98EO

Electrical rating for all switches:
 § Standard – 2 Amp maximum @ 24VDC

 § Low Current (LC) - below 50 Milliamps @ 24VDC 

Note: All switches can be either factory or field installed

LX33A/LX35A 
RX33A/RX35A

LX98/LX99 
RX98/RX99

Rim device shown — Refer to 33A/35A or 98/99 
series catalog for complete product information, 
mounting styles, outside trim, finishes, etc.

RX Request to exit
The RX (2xit) feature is used to signal the use of an opening. 
This device is equipped with one internal SPDT switch which 
monitors the pushpad. 

The device can be connected to a security console, or may be 
used as a single door alarm when used with a horn and power 
supply. 

The RX switch option should not be used to control a load, but 
as a signalling switch (0.5 amps. resistive maximum). 

The RX switch is available in a low current (LC) switch. Most 
commonly used in computer operated monitoring systems. 

To order, specify:
 § Standard – Use prefix RX, example RX99EO 

Low Current – Use prefix RX-LC, example RX-LC98EO 

RX2 Double request to exit
The RX2 feature uses two RX switches. 

To order, specify:
 § Standard – Use prefix RX2, example RX299EO

WP-RX Waterproof request to exit
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LX Switch

RX Switch

Wire  Colors
Violet, Gray, White

(for Low Current
Violet, Gray, Black)

Wire  Colors
Red, Yellow, Blue
(for Low Current

Green, Yellow, Blue)
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98/99 SERIES LX (LATCH BOLT MONITOR) &
RX (REQUEST TO EXIT) OPTIONS
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98/99 SERIES LX (LATCH BOLT MONITOR) &
RX (REQUEST TO EXIT) OPTIONS

Item No. Quantity Part No. hsiniFnoitpircseD
1 1 050254 LX Switch Kit 3’ Device
1 1 050255 LX Switch Kit 4’ Device
1 1 050247 LX-EL Switch Kit
1 1 050283 LX-LC (Low Current) Switch Kit 3’ Device
1 1 050285 LX-LC (Low Current) Switch Kit 4’ Device
1 1 050287 LX-LC-EL (Low Current) Switch Kit
2 1 050251 RX Switch Kit
2 1 050281 RX-LC (Low Current) Switch Kit
3 1 050256 LX-RX Switch Kit 3’ Device
3 1 050257 LX-RX Switch Kit 4’ Device
3 1 050259 LX-RX-EL Switch Kit
3 1 050289 LX-RX-LC (Low Current) Sw. Kit 3’ Device
3 1 050291 LX-RX-LC (Low Current) Sw. Kit 4’ Device
3 1 050293 LX-RX-LC-EL (Low Current) Switch Kit

2 & 4 1 050270 RX-2 Switch Kit
4 1 050271 RX-AUX Switch Kit
5 1 964558 8-32 x 5/16” PPHMS
6 1 964019 #8 Washer
7 1 090099 Pine Tree Clip (Pkg of 10)
8 1 971091 LX Actuator
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LX-RX Switch

RX-AUX Switch

Wire  Colors
Red, Yellow, Blue
(for Low Current

Green, Yellow, Blue)

Wire  Colors
Violet, Gray, White

(for Low Current
Violet, Gray, Black)

Wire  Colors
Red, Yellow, Blue
(for Low Current

Green, Yellow, Blue)
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